Uperound Reservoir-Project
Household Water Well Assessments

Preconstruction Assessments. Prior to next year’s construction, the city’s eregmrs will be
performing residential well assessments for prégein the project area. As explained at the pulgbien
houses in July and October of 2006, the initialstarction projects will require dewatering actiegithat
will temporarily lower groundwater levels. Such ddons might affect nearby residential and
agricultural wells.

In early September 2007, notification letters weeat to all residents within two miles of the iaiti
reservoir site to arrange a convenient time toectlthe necessary measurements of their existitlg we
conditions. The assessments will be performed &bsbto the residents and they will be provideday

of any measurements taken from their well.

These “pre-construction” assessments are beingucted at this time because the city wants to mirgmi
any adverse effects these future activities migiviehon any wells, and it is necessary to deterrfiae
current condition, quantity and quality of the watethese wells before construction begins.

Example Water Well Assessment Form: An example of a well assessment form is on the lmdick
this page to assist local residents in interpreitrigrmation they receive regarding measuremerksrta
from their wells.

Reporting Operational Problems with Wells during Construction: At the onset of the
construction, local residents will be provided wittmtact information for a city representative tmact
should they experience operational problems withirtlvell during the dewatering activities. Once
contacted by a homeowner, this City representatilteconduct a site visit to investigate the cutrerell
condition and water levels in relation to the “panstruction” assessment information collected.

Action Plan for any Wells Experiencing Construction Related Problems. Should these
preconstruction and construction assessments pedtbat the dewatering activities caused operationa
problems or a well to go dry, the city will requitke contractor to provide assistance that may be
required. This includes directing the constructiontractor to perform, at the city’s expense, onmore
of the following remedies:
* Provide temporary potable water to the affecteddese and until such time that dewatering
operations are complete, or until additional rerakdctions are complete and water supply restored.
* Lower the existing well pump in the existing casiffghe existing pump will not work at the lower
depth, a new pump will be installed.
» Drill a new well at a greater depth, and instadl #xisting pump into this well. If the existingrpp
will not work in the new well, a new pump will albe installed.

Contact Infor mation:
City of Columbus, Department of Public Utilities

910 Dublin Road
# i, Columbus, Ohio 43215
3ok # www.columbusupgroundreservoirs.com
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Please submit your comments on the project at:

City of Columbus upgroundrescomments@columbus.gov
Michael B. Coleman, Mayor
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